
Because each project is unique and has a variety of facets, we will work with you to get the 
exact label design, material and fit needed for your job. Our stock material is designed to stick 
to those low energy surfaces. With our aggressive permanent pressure sensitive adhesive, you 
can rest assured your stickers will even adhere to those “hard-to-stick” surfaces. 

A clear overlaminate vinyl is applied to add protection against UV, weathering and abrasion. 
Other specialty materials are available upon request, including graffiti resistant overlaminate.   

	· Best for Arc Flash labels
	· Designed for “hard to stick” surfaces
	· Aggressive, permanent pressure-sensitive 

adhesive
	· Clear overlay for added protection
	· Indoor or outdoor application
	· Fire certified under ASTM E-84
	· Custom printing and sizes available

CUSTOM ADHESIVE LABELS / ARC FLASH

FEATURES
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PROPERTY TEST METHODS TYPICAL VALUE

Surface Finish Gloss Meter 60° Reflection 40 to 60 Gloss Units

Thickness Micrometer, Federal Bench Type 3.5-mil (90 micron)

Tensile Strength
Tensile Tester with 2-in (51 mm) jaw separation; cross-

head speed of 12 in/min.
(5.1 mm/s), web direction

13.0 lb/in 2.3 kg/cm

Application Temperature 
Range On clean, dry substrate 30°F to 80°F

optimum
-1°C to 27°C

optimum

Service
Temperature Range On clean, dry substrate -65°F to 225°F -54°C to 107°C

Peel Adhesion PSTC-1, 15 min, 70°F (21°C) 5.0 lb/in 0.89 kg/cm



Additional Material - Flexible Vinyl

	· Great for surfaces with simple curves 
or rivets

	· Permanent pressure-sensitive 
adhesive

	· Clear overlay for added protection
	· Indoor or outdoor applications
	· Custom printing, sizes and colors 

available

CUSTOM ADHESIVE LABELS

FEATURES
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CHARACTERISTIC VALUE

Material Calendered vinyl (Polymeric) 

Thickness 0.10 ± 0.01 mm

Adhesion FTM 1. 24 h 73.4°F/50%RH / 8.5 ± 2 N/25 mm

Application
Temperature Range 50 °F to 100.4 °F

Service
Temperature Range -58 °F to 194 °F

Applied shrinkage 0.4 mm

Durability 7 years

Adhesive Acrylic, pressure-sensitive



Additional Material - Easy Remove Vinyl
CUSTOM ADHESIVE LABELS

www.impactwiremarking.comP.O. BOX 88068 Seattle, WA 98138 425.656.0330

PROPERTY TEST METHODS TYPICAL VALUE

Surface Finish Gloss Meter 60° Reflection 70 to 90 Gloss Units

Thickness Micrometer, Federal Bench Type 100 microns

Tensile Strength
Tensile Tester with 51 mm jaw 

separation; crosshead speed of 5.1 
mm/s, web direction

≥ 1.8 kg/cm

Application
Temperature Range On clean, dry substrate 50°F to 89.6°F

Service
Temperature Range On clean, dry substrate -20.2°F to 149°F

Peel Adhesion PSTC-1, 15 min, 69.8 °F ≥ 0.09 kg/cm

Outdoor Durability - 3 years

Adhesive -
Solvent-based,

Low Tack
Removable

	· Designed for temporary labels on flat 
surfaces with easy removal for up to one 
year

	· Clean, low tack, removable adhesive
	· Clear overlay for added protection
	· Indoor or outdoor applications
	· Custom printing, sizes and colors 

available

FEATURES



Additional Material - Reflective Vinyl
CUSTOM ADHESIVE LABELS
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	· Great for premium visibility 
	· Works best on flat or simple curved 

surfaces
	· Permanent, pressure-sensitive adhesive
	· Clear overlay for added protection
	· Indoor or outdoor applications
	· Custom printing, sizes and colors 

available

FEATURES

CHARACTERISTIC VALUE

Material Retroreflective Vinyl

Thickness 7–8 Mil (0.18–0.20 mm)

Typical Adhesion
Aluminum 6.0 pounds/inch (1.1 kg/cm)

FRP (Fiberglass Reinforced Plywood) 3.0 pounds/inch (0.5 kg/cm)
Painted aluminum panels 4.5 pounds/inch (0.8 kg/cm)

Application
Temperature Range

Flat, curved or corrugated surfaces with rivets: 55 °F to 100 °F
Flat without rivets: 50 °F to 85 °F

Flat with rivets: 55 °F to 85 °F

Service
Temperature Range -30 °F to +200 °F

Durability 7 years



Overlaminates
CUSTOM ADHESIVE LABELS
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CHARACTERISTIC VALUE

Material Cast Vinyl 

Thickness 2 Mil

Service
Temperature Range -65 °F to +225 °F

Durability 8 years

Chemical Resistance
Resists mild alkalis, mild acids, and salts

Excellent resistance to water (does not include immersion)
Resists occasional fuel spills

The Luster Premium Overlaminate is our workhorse overlaminate used primarily with our high-
tack and flexible vinyls. With a finish between matte and gloss, this overlaminate provides an 
ideal presentation for nearly all label applications. It is an extremely versatile overlaminate 
that offers optimum performance where glare is a concern. This cast vinyl overlaminate has 
been specifically designed to provide high conformability and flexibility, yet still provides UV, 
weathering and abrasion protection for underlying printed graphics. 

LUSTER PREMIUM



LUSTER HIGH PERFORMANCE

CHARACTERISTIC VALUE

Material Calendered Vinyl 

Thickness 3 Mil

Service
Temperature Range -65.2 to +200 °F

Durability 4-6 years

Chemical Resistance
Resists mild alkalis, mild acids, and salts

Excellent resistance to water (does not include immersion)
Resists occasional fuel spills

Our Luster High Performance Overlaminate is mainly applied to printed vinyl that has been 
adhered to one of our flat substrates, i.e. ACM. Like the Luster Premium Overlaminate, this 
works well for most applications that require moisture, abrasion and UV protection. Luster High 
Performance is suitable for both indoor and outdoor needs. 

Overlaminates
CUSTOM ADHESIVE LABELS
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LUSTER HIGH PERFORMANCE



PROPERTY TEST METHODS TYPICAL VALUE

Material _ Premium Polymeric
Pressure-Sensitive Film

Surface Finish Gloss Meter 60° Reflection 5 to 10 Gloss Units (Matte)

Thickness Micrometer, Federal Bench Type 75 microns

Tensile Strength
Tensile Tester with 51 mm jaw 

separation; crosshead speed of 5.1 
mm/s, web direction

1.8 kg/cm

Service
Temperature Range On clean, dry substrate -20.2°F to 149°F

Peel Adhesion PSTC-1, 15 min, 69.8 °F 0.45 kg/cm

Durability - 5 years

•	 Anti-Graffiti
•	 Superior UV Protection
•	 Slip Resistant Floor Graphics
•	 High-Gloss

If a matte finish is required, our Matte Performance is constructed of a 75 micron polymeric 
vinyl film designed to protect and prolong the life of your labels. A great option for both indoor or 
outdoor, this overlaminate will protect the label from UV and abrasion. Our Matte Performance 
is what we typically use when the labels will need to be written upon with a pen, a matte finish is 
requested, or a barcode needs to be readable.

LUSTER HIGH PERFORMANCE
Overlaminates

CUSTOM ADHESIVE LABELS
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MATTE PERFORMANCE

OTHER LAMINATES AVAILABLE



Tel. 425.656.0330
Fax 425.656.0440

sales@impactwiremarking.com
www.impactwiremarking.com

P.O. Box 88068 Seattle, WA 98138

CONTACT US

This information and data is believed to be accurate and reliable. Although the information and recommendations set forth herein are 
presented in good faith and believed to be correct as of this date, Impact, Inc. makes no representations as to the completeness or 
accuracy thereof. We place at your disposal the technical information necessary for the correct use of our products. As conditions and 
methods of use are beyond our control, that the person receiving the same will make their own determination as to the suitability for their 
purpose. We reserve the right to modify characteristics with the aim of improving the product and adapting it to the requirements of the 
market.
We are not affiliated or endorsed by Impact Label Corporation (800.820.0362)


